
High-performance, easy-to-use detection system  
to simplify your research.



Easy-To-Use
The intuitive touchscreen display, preloaded protocols and automatic instrument gain 
adjustments make it simple to produce your data and analyze results.

Integrated with Promega Assays
Optimized, preloaded Promega protocols are part of the GloMax® Systems Software, 
minimizing the time you spend optimizing instrument settings, and ensuring your 
experiments run smoothly.

Superior Performance
The GloMax® Navigator provides a broader dynamic range to measure both high and 
low samples within the same experiment, resulting in better sensitivity for detecting low-
level samples and lower well-to-well cross talk. You can be confident in your 
readings.

World Class Service and Support
GloMax® Navigator comes with a comprehensive one- 
year standard warranty, and our expert service team is  
available to help if you have questions about either the  
instrument or chemistries. We offer a full line of  
additional service products, including Installation  
and Operation Qualification (IQ/OQ).

Ready for Your Research
GloMax® Navigator is a state-of-the-art plate reading luminometer 
with preloaded protocols and touch screen functionality to make 
data analysis easy.



The New Gold Standard for 
Luminescence Detection
With a dual masking system to eliminate well-to-well cross-talk, and its proprietary PMT 
detection electronics, the GloMax® Navigator System is the best choice for plate-based 
luminescence performance.

Choose the  Right Configuration  
for Your Needs

Instrument Configuration Specifications

GloMax® Navigator
Cat.# GM2000

96-well plate luminometer with integrated tablet PC

GloMax® Navigator with Injectors
Cat.# GM2010

96-well plate luminometer with integrated tablet PC,  
dual injectors and pumps



Unpack, Plug In  
and Start Generating Data
We’ve made it easy for you to quickly set up your GloMax® Navigator and begin 
collecting and analyzing data, right out of the box.

Automatic Instrument 
Adjustments
No need to worry about manually adjusting the gain  
for luminescence reads. The GloMax® Navigator 
performs this adjustment for you, providing you with 
optimized settings.

Reporting
GloMax® Systems software provides many of the 
required technical elements of a part 11-compliant 
system (user authentication and authorization, data 
integrity and protection, electronic signatures and  
audit trails) when used with the appropriate  
laboratory workflow.

Integrated Data Analysis
GloMax® Analysis provides data reduction and curve fit 
options to easily analyze and interpret your results.

Figure 1. Cell viability assayed using CellTiter®-Glo across a serial 
dilution range. Results are plotted automatically to provide streamlined 
assay analysis.

12
77

4M
BLu
m

in
es

ce
nc

e 
(R

LU
)

Cells per Well
0.01 0.1 1 10 100 1000 10000

r2 = 0.99867

108

106

104

102

1



Easy to Use for Your Application

Figure 3. Heat Map Display. Figure 4. Drag and Drop Protocols. 

Figure 2. Integrated Dual Injectors.

Flexible Interface
• Select a preloaded protocol or customize your own

• Set up a plate map

• View data in a heat map display to quickly identify 
trends

• Easily export your results to a variety of locations 
including a local network, web-based cloud, LIMS 
or any drive desired





Luminescence 
•  Low-noise PMT ensures collected light is not compromised

•  10 to 1,000 times more sensitive than competitor instruments

•  No need to dilute samples or manage gain settings

•  2 to 3 logs more usable data than competing instruments

• Lower cross talk for more usable data

Luminescence Module Specifications

Detector Top-reading, head-on photon counting photomultiplier tube (PMT)

Wavelength Range 350–700nm

Detection Limit 1.5 × 10-21 moles of luciferase

Linear Dynamic Range 9 logs

Cross talk Less than 3 × 10–5 (white, 96-well plate, Corning 3912)

Injector System Specifications

Number of injectors (optional) Two injectors

Dispensing Volume Range 5–200µl in 1µl increments

Plate Compatibility 96-well plates

Injection Speed 20–500µl per second

Waste Collection Tray Volume Approximately 50ml

GloMax® Navigator Specifications
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Ordering Information

Product Size Cat.#

GloMax® Navigator 
Configured with Luminescence and Dual Injectors

1 each GM2010*

GloMax® Navigator 
Configured with Luminescence 

1 each GM2000*

*Comes with U.S. Instrument and Tablet PC power cords.

Accessories and Upgrades

Product Size Cat.#

GloMax® Dual Injectors with Pump Station Upgrade for GloMax® Navigator 1 each SA1304

Products may be covered by pending or issued patents or may have certain limitations. Please visit our Web site for more information.

CellTiter-Glo and GloMax are registered trademarks of Promega Corporation. 

 
To see the full line of GloMax® Instruments, visit www.promega.com/GloMaxSystems

Single-Source Service  
and Support
The GloMax® Navigator is backed by a comprehensive one-year standard warranty 
and our expert technical and service support teams. 

One Call Supports It All
We supply both the reagents and the instrument, so  
one call to Promega technical support answers any 
questions you may have about assay chemistries or 
instrument performance.

Expert support, instrument loan programs and service 
packages ensure minimal downtime. Additional 
warranty and service agreements are available for 
coverage beyond the one-year standard warranty.

To learn more about our extensive service products 
visit: www.promega.com/GloMaxService


